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These drawings are for illustrative purposes. final details and
dimensions will be checked and fixed on construction drawings
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Vapour barrier
OSB 12 mm

Cladding 14 mm
Batten 45x45 cc 400, ISOVER KL 33 50 mm

Frame 45x195 cc 600, ISOVER KL 33 100+100 mm
Roofing underlay
Dist.lath 30x45 cc 600
Batten 32x100 cc 200 mm (60 pc)
Ruukki Classic C 32 mm

Cladding 14 mm
Batten 45x45 cc 400

Frame 45x145 cc 600 mm, ISOVER KL 33 100 mm
OSB 22 mm
Floor cover 20 mm

Vapour barrier
OSB 12 mm

Cladding 14 mm
Batten 45x45 s 400, ISOVER KL 33 50 mm

Frame 45x195 cc 600mm, ISOVER KL 33 100+100 mm

OSB 12 mm
Frame 45x195 cc 600, ISOVER KL33 100+100 mm

Space to floor min 300 mm

Batten 45x45 cc 600, ISOVER KL33 50 mm
Vapour barrier

OSB 22 mm
Floor cover 20 mm

Dist.lath 28x95 mm cc 400, (floor heating system)

Battens 45x145 s 600

Vapour barrier

Section

DUO75 v.1

Ifloor loft

900x2100 900x2100

2400x2100

Precast concrete

XPS 100mm

Gravel padding 150 mm

Ground

40,5 m2
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DUO 75


