
Getting started with Timbeter

Choose an option:
� Diameter – of every single log 

� Pile – volume of the whole stack

� Truck – for loaded logs

� Density – solid vs. loose woods

(calculate empty spaces)

The name of  your organization

…

To see a tutorial click

here



Getting started with Timbeter

Click here to open  the 

app menu

Click here  to sync the 

app with server

Click here to select

language and unit system

Click here  to calibrate the 

device sensor



Getting started with Timbeter

Choose an option:
� Diameter – of every single log 

� Pile – volume of the whole stack

� Truck – for loaded logs

� Density – solid vs. loose woods

(calculate empty spaces)

To start measuring click here To view your measurements click here



Getting the photo right

1

1.2. Hold the 

tablet straight! 

90 degree angle 

and parallel to 

the pile.

1.1. Place the reference next 

to the pile

2

2.1.Light / Exposure 

compensation: default is 0.0. If 

there is too much light, change 

the EV setting to -0.5 / -2.0. If 

there is not enough light, change 

the EV setting to 0.5 and 2.0.

3
Click to take the 

photo

4

Click here  to 

save the 

measurement

Click here to 

continue 

measurement



Getting started with

diameters

Light / Exposure

compensation: default is 

0.0. If there is too much 

light, change the EV 

setting to -0.5 / -2.0. If 

there

is not enough light, 

change the EV setting to 

0.5 and 2.0.

5

5.1. Click here for 

Diameter measurement 

5.2. Enter your reference  

size (by default it is 100 m)

5.3. Choose:

1.Trees species; 

2.Log length;

3.Calculating formula

5.4. In this section you 

can choose additional  

options. 

To SAVE all 

measurements setting

by clicking here.



NB! Getting the reference right

6
6.1.Move the 

circles to the 

end of the 

reference

6.3.Move the 

circles to the 

end of the 

reference

6.2.Move the 

circles to the 

end of the 

reference

6.4.Always zoom in and 

check

By clicking

here you can 

return to the 

settings

6.5.If 

reference is 

marked then 

press next



Getting the area of interest right

7.2.You can  also measure part of the 

pile. Move the wihte  circles to mark 

the area of interest 

7.3.Move the 

circles to 

mark the area 

of interest 

7.4 Press next 

if the area of 

interest is 

right

7.5. Selected 

logs

7.1 Press next 

if the area of 

interst is right7



Fine tuning, adding and deleting 

8.1. Tab the

circle to mark 

the log (it will 

show in red)

8.2. Move the

position of the 

diameter circle

from here

8.3. Re-size the log

- move from here 

to left or right

8.4. To add, 

hold the finger 

on the missing 

log (it will 

show in red)

8.5. To delete, 

hold the finger 

on the  log

(green circle 

will disappear)

8



Cull marking

9.1. Tab the

circle to mark 

the log (it will 

show red)

9.2. Click here

9.3. Select cull

9.5. If all the logs 

are culled then 

press next

9.4. Cull the

marked log  

9



Results

Select 

specific 

diameters

Report

Tally sheet



Results



Results

Select 

specific 

diameters



Results

Tally

sheet



Results

Report



Remeasuring

Measure 

again 



Storage module in the web

Log in to see  your 

measurements 



Contact

Vallo Visnapuu

CEO

+3725292014 

vallo.visnapuu@timbeter.com

www.timbeter.com


